Product Data Sheet

Product Type Power Plug
PR R 5 3L

Product Model
e 0 SAC19M-SPC

Customer Name
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Above specifications and information may have tolerances and have been updated.
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Product Data Sheet

Product Type Power Plug

PR 1k

Product Model

leﬁﬁ% SAC19M'SPC

Product Features

7= R

» Aluminum alloy housing with lightweight design and superior corrosion resistance

» Gold-plated contact surfaces to withstand frequent mating and unmating

» Flame retardancy rated UL94 V-0

» Wide operating temperature range; stable long-term power transmission from -30°C to 85°C
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I TAE, -30°C~85C K ik & fi
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Above specifications and information may have tolerances and have been updated.
Every effort has been made to ensure correctness upon release of this data sheet.
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Electrical Parameters

HSZSH
Item Specification
HiH A
Number of pole
it 5 5 B 12P + 7PE
Rated Current
HisE 20A UL
Rated Voltage
Contact Resistance

<
B o il <5mQ

Insulation Voltage (at sea level)
“fa2 M &

1750V AC (Sea Level)
1750V AC GHE-~F-1H)

Insulation Resistance

4% L > 1000MQ
Attention No live mating/unmating
TER AT AT HL AR IR

Mechanical Parameters

PRS0

Item Specification
HHE i

Wire range:

2 ] 12AWG
Cable OD

Type of Terminals Solder

i f 27 3K JRPE

Above specifications and information may have tolerances and have been updated.
Every effort has been made to ensure correctness upon release of this data sheet.
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Material and Environmental Parameters

PERLAIEALL

Item Specification
=] Az

Housing Al alloy
ShFeRt ot RS
Contacts Cu alloy

fitkt R A 5T il 4
Contact surface Au

fitk 5 2 1T &

Flame retardant rating

Temperature range o .
P i -307 C~+85" C
Standards and Certifications

P ERHAE

Standards

bR uL1977
Certifications )

E UL: E359036

Above specifications and information may have tolerances and have been updated.
Every effort has been made to ensure correctness upon release of this data sheet.
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Product Drawing

P A R

25454100 8601200

SIEE TR e

4001100
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EACIO M-BEE jolm

Unit: mm

Packaging Method
BETT

1. Inner Bag 1: 1 piece 19-pin male connector assembly

2. Inner Bag 2: 1 piece upper 19-pin housing + 1 piece lower 19-pin housing + 1 set plastic cable clamps (2 pcs
each of ®14-18, ®19-24, ®25-30 plastic cable clamps)

3. Inner Bag 3: 1 piece 19-pin metal cable clamp + 4 pcs M4x15 cross recessed screws

4. Place all the above inner bags into one large heat-seal bag and heat-seal the opening.

Packaging Quantity: 10 heat-seal bags per inner carton; 5 inner cartons per outer carton
1. R 1 19 5ALEEH 1PC;
2. WEE 2: 19 4158 B TPC+19 AP FE T TPC+19 IR e 1 45 (014-18 BRI, & 19-24 BRI K, @
25-30 WKL I % 2PCS)
3. W48 3. 19 & BRI TPC+M4AX15 |Fig 2z 4PCS;
4. UL ENARE TR — KR, A EH T,

ER KR 10 EHE/NE, 5 NE/—H.

Above specifications and information may have tolerances and have been updated.
Every effort has been made to ensure correctness upon release of this data sheet.
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Accessory

UigEs

O No accessories [0 Back fastener plate
THC A LR TE AT

O Screws and Nuts M Other (Grounding lug. Ground screw. Washer)
222 FIEE FHERE R, BEHIRET, By

Assembly Instructions

TR A
Male connector Grounding lug
(1) Install the grounding lug inside the male INSLZR e

connector assembly (aligned with Pins 13-19),
then solder the grounding lug to Pins 13—19 of the
male connector assembly.

(1) R e e N A S AN O 13-19 5 4
B, BEH S A KA 13-19 SHREHREE.

(2) Slide heat shrink tubing onto the conductor of
the ground wire first, then solder it to the insert || Male connector
assembly. Once soldering is complete, slide the INSL R

heat shrink tubing over the solder joint and carry
out heat shrink treatment.

() H A E BN TR, SN O4E
PAE—if, RS, PIREERIE S E S,

FREIP SN
(3) Strip the cable to the specified dimensions. ;I//w@ -
(B R AR 2% ) T

Above specifications and information may have tolerances and have been updated.
Every effort has been made to ensure correctness upon release of this data sheet.
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Grind off the coating on the white surfaces of the housing.

R EX BTN R IRR T

(4) Grind off the coating of upper and lower
housings at the indicated positions.

(AL PR BLE R BT AR ERZTES

PIN $HR= ad Solder
1 L1 pr=)
- - ISR
3 Lz
4 Nz
=] L3
(5) Slide heat shrink tubing over the cable 6 13
conductor first, then solder it to the insert 7 L4
assembly. After soldering, shift the heat shrink 3 Ha
tubing to cover the solder joint and perform heat 9 L5
shrinking. 10 15
G) kAR E BANLL R, FS N EA R u Lo
fE—ild, BEERE, MEEHERESMEE, 1 i
BHALH. 2 | am
14 GHDZ
15 GND3
16 GHD4
17 GNDS
18 GHDG
19 GHD

Fit the earth wire to the housing with
earthing screws and washers.
FEHIRET . R A A S5

(6) Secure the ground wire to the housing with
tapped ground holes using ground screws and
washers.

(B)FHHE IR ET | 8 g et 4 5 i BEHBAR SLAL I AF
7ol 7

Above specifications and information may have tolerances and have been updated.
Every effort has been made to ensure correctness upon release of this data sheet.
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Insert the plastic cable clip
into the metal cable-clip.
IBRLER BN G JB 2R

Install the plastic cable clip
into the lower-housing.
IR RN T AR 5T

(7) Pre-assemble the cable clamp first, then secure
the cable clamp to the wire harness assembly with
screws.

(TSR L K, PRI 5 AL IR T B

Torque wrench

AT

N
Torque wrench

(8)Fasten the other half of the housing onto the cable
bundle assembly via screws.
(8)¥s o5 — R4 3¢ FHIRET [ e AE L A2 A |

Insert the lower- housing assembly into the
slot of the male connector assembly.
N FEAMFTIN 2 R AR

Above specifications and information may have tolerances and have been updated.
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